EMELVA

PPC-350 Series

Millimeter Wave Division ernet Mm- Wave L'nk
Specifications

Frequency Band E-band Q-band

Bandwidth 71-76/81-86 GHz 40.5-43.5 GHz

Capacity up to 350 Mbps Full duplex

Allocated Bandwidth

56 MHz + 56 MHz, 112 MHz in total

Modulation Type

from QPSK to QAM-256

Rx Sensitivity at BER 10 -67 dBm at 350 Mbps | -77 dBm at 80 Mbps | -69 dBm at 350 Mbps | -79 dBm at 80 Mbps
Output Power 13 dBm (20 mW) 20 dBm (100 mW) 13 dBm (20 mW) 20 dBm (100 mW)
at 350 Mbps at 80 Mbps at 350 Mbps at 80 Mbps
Max Distance with 60 / 90 cm > 20 km (12 mile) > 20 km (12 mile) > 20 km (12 mile) > 20 km (12 mile)
antenna in clear sky at 350 Mbps at 80 Mbps at 350 Mbps at 80 Mbps
: . 5.5/7.2km 7.5/9 km 7.9/9.2 km 10.9/13.1 km
x‘::n]ri;s;‘:“l%en‘:’;'/’hérzi/n 2em (3.4 /4.5 mile) (4.6 /5.6 mile) (5 /5.7 mile) (6.8 / 8 mile)
at 350 Mbps at 80 Mbps at 350 Mbps at 80 Mbps
. 170 /178 / 187/195/ 158/ 166/ 175/ 183/
25’55%‘6?::;00/450/ 182 /188 dB 199 /205 dB 170 /178 dB 187/ 195 dB
at 350 Mbps at 80 Mbps at 350 Mbps at 80 Mbps
SNMP version v.l;v2; v
SNMP MIB MIB-II and DOK Enterprise MIB
Ethernet Interface 1000 Base-SX / 1000 Base-LX
Harting hybrid 2x fiber + 4x power
L-OHETEE L (opti%nayl: hermetical cord iEstalled)
Diagnostics Port 100 Base-Tx (RJ-45)
Forward Error Correction LDPC; Reed Solomon
Latency 200 ps
Polarization Vertical / horisontal — optional
Antenna
Antenna Type Cassegrain type antenna with radome
Antenna Gain/Beamwidth
30 cm 45dB/0.7° 38dB/1.5°
45 cm 49 dB/0.5° 42dB/1°
60 cm 51dB/0.35° 44 dB/0.7°
90 cm 54 dB/0.25° 48 dB/0.5°
Power / Environment

Power Supply AC

Transceiver Power Consuption
DC Power

Power Connection Ethernet/
Power connector

Operational Temperature
Humidity

Input 88-132/176-264 Volts, 50/60 Hz
35 W (+60 W when heater is switched on)
36 to 60 Volts DC

IP-65 [optional IP-68]

-40 °C to 50 °C/-40 °F to 122 °F
Any Rate

Physical Dimensions

Outdoor unit size w/o antenna
Weight (ODU w/o antenna)
Complete set

340 x 230 x 120 mm
6 kg max
2 ODU + 2 antennas

PPC - 350 - QXX /YY
Q-405-435GHz I_‘T“—_‘
E - 71-76/81-86 GHz

30-30cm ._j SM - singlemode fiber

45-45cm MM - multimode fiber
60 - 60 cm TP - twisted pair

How to Order

To choose the right model by its product code please use the following
encoding schema:

www.elva-1.com
e-mail: sales@elva-1.com



