Mm-Wave TV/IP

EMELVA]

Millimeter Wave Division

asting System (City-1)

Video on demand

VoD transmission is completely the same as TV over IP broadcasting. Video can be stored on a disk array.
After IP-encapsulation and DVB-S modulation, Video forwards to a City-1 transmitter. At customer side video

converts to an [P-stream, that can be viewed on a computer or with a help of TV/IP receiver.

Specifications

General

Transmitter

Frequency range

40.543.5 GHz

RF Bandwidth

39 MHz

Bandwidth

39 MHz * channels Number

Output power

22 dBm Psat min

TV-channels

Up to 432 per a cell sector

Polarization

Vertical / Horizontal

Data capacity

3240 Mbps per a cell sector

Sectors in cell

4,6,8, 0r12

Phase noise

<-51 dB/Hz at 1 kHz offset
<-81 dB/Hz at 10 kHz offset

Range (90° sector, 30 cm

Unwanted emission:

terminal antenna, 7.5 km 30 MHz.. 21.2 GHz <-90 dBW
5 mmph rain rate) 21.2 GHz.. 40.5 GHz <-60 dBW
Environment -45°C... +50 °C 43.5 GHz.. 43.5 GHz <-80 dBW
43.5 GHz.. 80 GHz <-60 dBW
IF 1250-1750 MHz, -10 dBm
R . QPSK, 8PSK modulation
ecelver
N-type connector
RF Bandwidth 1200 MHz Antenna 90°x10°, 16 dB
Polarization Vertical / Horizontal 22°x}8°, :; gg
. . OX 0,

Cr(?ss—polarlzatlon factor 20 dB 30°x10°, 20 dB
Noise figure AR Power 54 VDC,2 A
HERE i 29 dB Dimensions 288 x 242 x 120 mm,
IF 950-2150 MHz antenna: 140 x diam. 85
LO stability +/-2.5 MHz Weight Skg
Antenna 30 cm/38 dB/ I.6: Mounting On vertical pipe

45cm/42 dB/ I-OO 40~70 mm diameter

&) oy dB) 0.7 Alignment: — vertical +/-25°
Power 18V, 250 mA — horizontal 360°
Mounting On vertical pipe 40~70 mm

diameter
Dimensions ;
(without artenne) Diam. 75150 mm
Weight 2 kg
Alignment: — vertical +/-20°

— horizontal 360°

How to Order

Please apply with your request to ELVA- 1 office: sales@elva-1.com

www.elva-1.com
e-mail: sales@elva-1.com




